= JUSTRITE

Specifications

Dimensions

Brand

Bonding End
Grounding End
Insulated

Meets NFPA Standards
Sold as

Weight
Composition

UNSPSC

Pigalog® Page Number

Metric Equivalent

Justrite® Insulated Bonding/Grounding
Wires

DRM498 C-Clamp Grounding End,Alligator Clip
Bonding End,3' L

Economical wires provide secure grounding for
storage and transfer of flammables.

- Reduces static sparks generated by the
movement and flow of flammable liquids

- Helps you meet 29 CFR 1910.106 (e)(6)(ii) for
grounding and bonding when transferring
flammables

3'L

Justrite
Alligator Clip
C-Clamp
Yes

No

1 each

.6 Ibs.

Clamp: Copper & Steel
Wire: Neoprene-Coated Galvanized Steel

39121613
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http://www.pigalog.com/?PageLabel=341

Weight
Dimensions
Technical Information

Technical Documents

.3 kg

91lcm L

29 CFR 1910.106(e)(6)(ii)

(Z) New Pig

Waorld's best stuff for leaks, drips and spills.
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https://www.ecfr.gov/current/title-29/subtitle-B/chapter-XVII/part-1910/subpart-H/section-1910.106#p-1910.106(e)(6)(ii)

