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Specifications

Style
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Color
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Technical Information

Technical Documents
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@ Drain Plug Kit
PAK1013 For Collapse-A-Tainer,1 each

Drain liquids from your Collapse-A-Tainer Spill
Containment Berm with a standard garden hose.

- Drain plug kit contains a bulkhead fitting, ball
valve and wrench for easy draining of your
Collapse-A-Tainer Spill Containment Berm

- Bulkhead fitting connects to inside of Collapse-
A-Tainer with minor assembly

- 3/4" NPT thread on ball valve fits into Collapse-
A-Tainer end; 3/4" MGHT thread on other end
fits a standard garden hose

- Some assembly required; instructions included

Repair Material
Collapse-A-Tainer
PIG

1 each

.65 Ibs.

Bulkhead Fitting: Polypropylene
Gaskets: EPDM & Polypropylene
Ball Valve: Nylon

Wrench: Galvanized Steel

Black

1 - PIG® Poly Bulkhead Fitting (PAK561)
1 - Ball Valve (DRM984)
1 - Wrench

40141607

Page 393

.3 kg

Instructions for PIG Collapse-A-Tainer Spill Containment Berm



http://www.pigalog.com/?PageLabel=393
https://newpig.scene7.com/is/content/NewPig/pdfs/INST_COLLAPSEATAINER.pdf




