
PIG® Storm Drain Marker Kit

SGN8203 Storm Drain Marker,ext. dia. 4",20 per
package

Place these markers near drains to maintain
awareness of drain and drain's discharge location.

Use these drain markers to draw attention to
drains around your facility and identify those
drains' outflow locations

-

Pick a marker with the unique message and
image your facility needs and label up to 20
locations using these two packs of 10

-

Fit curbside near drain; not recommended to
put directly onto grate

-

UV resistant to prevent fading and weatherproof
to last longer

-

Apply markers using Sikaflex Adhesive
(included); one tube adheres approximately 20
markers

-

Item# Description Dimensions Weight

SGN8203-656 Drains to River ext. dia. 4" .76 lbs.

SGN8203-657 Drains to Lake ext. dia. 4" .76 lbs.

SGN8203-658 Drains to Pond ext. dia. 4" .76 lbs.

SGN8203-671 Drains to Bay ext. dia. 4" .76 lbs.

SGN8203-870 Drains to Ocean ext. dia. 4" .76 lbs.

SGN8203-889 Drains to Creek ext. dia. 4" .76 lbs.

SGN8203-895 Drains to Wetlands ext. dia. 4" .76 lbs.

Metric Equivalent:

Item# Description Dimensions Weight

SGN8203-656 Drains to River ext. dia. 10cm .3 kg

SGN8203-657 Drains to Lake ext. dia. 10cm .3 kg

SGN8203-658 Drains to Pond ext. dia. 10cm .3 kg

SGN8203-671 Drains to Bay ext. dia. 10cm .3 kg

SGN8203-870 Drains to Ocean ext. dia. 10cm .3 kg

SGN8203-889 Drains to Creek ext. dia. 10cm .3 kg

SGN8203-895 Drains to Wetlands ext. dia. 10cm .3 kg



Specifications

Dimensions ext. dia. 4"

Brand PIG

Category Storm Drain Marker

Legend Drains to

Sold as 20 per package

Weight .76 lbs.

Color Blue and Green

Composition

Label - PVC Resin 80-85%, Proprietary 15-20%

1-C polyurethane xylene 1-5% ethylbenzene .1-1% 4,4'-

methylenediphenyl diisocyanate .1-1% Reaction product of

Hexamethylene diisocyanate, oligomers with

Mercaptopropyltrimethoxysilane .1-1% 3-isocyanatomethyl-

3,5,5- trimethyl

Shelf Life 1 year

UNSPSC 24101907

Pigalog® Page Number Page 177

Metric Equivalent

Weight .3 kg

Dimensions ext. dia. 10cm

Technical Information

USOnly

This product can ONLY be shipped to the United States.

Technical Documents

Instructions for PIG Storm Drain Marker and Utility Sign

Sikaflex-252

40 CFR 122.26

http://www.pigalog.com/?PageLabel=177
https://newpig.scene7.com/is/content/NewPig/pdfs/INST_STORMDRAINMRKRUTLSGN.pdf
https://newpig.scene7.com/is/content/NewPig/pdfs/MSD-V464.pdf
https://www.ecfr.gov/current/title-40/chapter-I/subchapter-D/part-122/subpart-B/section-122.26

